TOWNSHIP ROAD OCCUPANCY PERMIT

All work under this permit tq be completed Date Issued
on or before: ‘ Total Fees
* Permit void after this date. Immediately upon completion

of the work, permittee should notify the Township.

Permission is hereby granted to

PERMITTEE
ADDRESS
POST OFFICE ZIP CODE Township Route No., Road or Street (Where work is to be done)
Township:
Co,

Under and subject to all the conditions, restrictions, and regulations prescribed by the Township and on the general
provisions and specifications, a true copy whereof is attached and made a part hereof, with the same force and effect as if
written or printed herein and under and subject to the special conditions, restrictions, and regulations hereinafter set forth.

(DESCRIPTION AND PURPOSE OF WORK)

The Township Board of Supervisors, may at any time revoke and annul this permit for non-performance of, or non-compiiance with
any of the conditions, restrictions, and regulations hereof.

APPROVED

Day Mdnth Year

NAME OF APPLICANT Township Signature or Seal

IMPORTANT
The terms and conditions embodied in this permit require the permittee to complete this work by the date specified in the permit.
Where permittee fails to comply with the condition as to completion of work by the time specified, the following rules will govern:
(a) Fallure to start work by date specified for completion. Permit will be cancelled uniess permittee desires an extension of time, in
which case a supplemental permit may be issued.

(b) Work started and not completed by specified date. Permittee will notify Township, prior to expiration of allotted time, of inability
to complete the work on or before the date specified and request an extension of time. Such request shall be accompanied by the
prescribed fee.

(c) Permittee not desirous of carrying out proposed work on account of change in conditons affecting it. Permittee will notify the
Township prior to the date specified for completion that work will notbe carried forward, returning the permit with such notice. The fee for
inspection of the work will be refunded by the Township, provided that they have been notified of cancellation prior to the expiration date.

The fees to be paid under the conditions in (a), (b), and (c) apply only to permits for which fees are collected in accordance with the
fixed schedule.

All notices relative to time extensions or cancellations shall be forwarded to the Township which issued the original permit.



TOWNSHIP OF CENTRE
PERRY COUNTY, PENNSYLVANIA

Resolution 2019-2

BE IT RESOLVED AND ENACTED, AND itis hereby resolved and enacted by the
Supervisors of Centre Township, Perry County, Pennsylvania:

That the permit application fee for construction of a drive or driveway is set at

~ $150.00 for residential use, $125.00 for 50-foot right of way and $200.00 for business
use. The driveway permit will be issued upon completion of the driveway in accordance
with the township’s specifications.

That the fee for improvement of an existing drain, culvert, footwalk, drive or
driveway is set at $100.00 for residential use, $125.00 for 50-foot right of way and

$150.00 for business use. &W\/

Colin D. Reynolds

—

Rickyt"Burkfolder, Jr.

41// NG
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ATTEST:

I, Diana McPherson, Secretary of Centre Township attest that on January 7, 2019, the
Centre Township Board of Supervisors adopted Resolution 2019-2.

Diana McPherson'
Secretary/Treasurer




A DRIVEWAY PERMIT is required for paving your driveway which

accesses a Centre Township Road. (ordinance 3-74, Amended by Ordinance 3-88)

Please contact the Centre Township Secretary (717-582-8784) to obtain a
building permit.

The secretary is in the office Monday through Friday (9:00 am to 2:00 pm)

Thank you,

Centre Township Board of Supervisors

602.16.  Driveways — Driveways shall only be used to provide vehicular access between
a parking area for a single residential unit of occupancy or farm and a street, or
access drive.

A. Driveways shall not connect with a street within fifty feet (50') of the right-
of-way lines of any intersecting street, within five feet (5") of a fire hydrant,
or within ten feet (10") of adjoining lot lines, unless a joint-use driveway
straddles the property line.

B. Driveways shall be provided with a clear-sight triangle with a line of sight
between points which are established along the centerline of the intersecting
streets. The minimum clear-sight triangle is seventy-five feet (75" from all
points. No permanent obstructions and/or plant material over three feet (3")
high shall be placed within the clear-sight triangle.

C. A driveway shall not exceed a slope of seven percent (7%) within twenty-
five feet (25") of the street right-of-way.

D. Driveways shall access the street of lesser classification when there is more -
than one street classification involved.

E. No driveway shall provide a width exceeding twenty feet (20’) at the street
line.

Article VI: Design Standards 79 Centre Township



F. Any driveway intersecting a State-owned road shall obtain a driveway
permit from the Pennsylvania Department of Transportation and provide a
copy to the Township.

G. A joint-use driveway may serve up to a maximum of two (2) total
dwellings/lots. All joint-use driveways shall have a minimum cartway width
of sixteen feet (16'). Cross access easements shall be provided to define
rights of, access to, and maintenance of, joint-use driveways; such
easements shall be recorded with the plan. The maintenance agreement shall
be in accordance with Appendix 10.

JOINT-USE
DRIVEWAY

1FLAG LOT

IINTERIOR LOT

AVM3AIHA 3Sht INfOF

STREET OF ADDRESS |

H. All driveways shall have a minimum of a six (6”) inch crushed stone apron
for a distance of twenty-five feet (25") from the paved edge of the street
cartway and conform to the following detail:

Article VI: Design Standards 80 Centre Township



DRIVEWAY CONSTRUCTION
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METHOD "A”

Should be employed when drainage swale is 6 inches deep or less. Driveway
should reflect drainage swale dimensions.
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Should be employed when drainage swale is greater than 6 inches deep and
Method A cannot be utilized. Culvert pipe under driveway should be sized to
accommodate 25-year storm event.

I. All driveways located along arterial or collector streets shall be configured
with a vehicle turnaround so that no vehicle shall need to back up onto the
street.

Article VI: Design Standards 81 Centre Township



